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Dimenscions 

A B Cmin D E 

 [MPa]  [mm] [m2] [ mm ] 

FG – 50 / 1,6 – 2GD2 1,6 50 2 x GD2 2,8 A 1240 1060 500 273,0 500 

FG – 65 / 1,6 – 2GD2 1,6 65 2 x GD2 2,8 A 1240 1060 500 273,0 500 

FG – 80 / 1,6 – 2GD2 1,6 80 2 x GD2 2,8 A 1240 1060 500 273,0 500 

FG – 100 / 1,6 – 2GD2 1,6 100 2 x GD2 2,8 A 1240 1060 500 273,0 500 

FG – 100 / 1,6 – 2GD3 1,6 100 2 x GD3 6,0 A 1300 1120 500 406,4 650 

FG – 150 / 1,6 – 2GD3 1,6 150 2 x GD3 6,0 A 1300 1120 500 406,4 650 

FG – 200 / 1,6 – 3GD3 1,6 200 3 x GD3 9,0 A 1625 1440 500 406,4 650 

FG – 50 / 6,3 – 2GD2 6,3 50 2 x GD2 2,8 A, B 1340 1110 400 273,0 550 

FG – 65 / 6,3 – 2GD2 6,3 65 2 x GD2 2,8 A, B 1340 1110 400 273,0 580 

FG – 80 / 6,3 – 2GD2 6,3 80 2 x GD2 2,8 A, B 1340 1110 400 273,0 550 

FG – 100 / 6,3 – 2GD3 6,3 100 2 x GD3 6,0 A, B 1680 1410 550 355,6 650 

FG – 150 / 6,3 – 2GD3 6,3 150 2 x GD3 6,0 A 1595 1327 450 355,6 700 

FG – 150 / 6,3 – GD4W2 6,3 150 1 x GD4W2 15,0 A 2240 1960 900 457,0 900 

FG – 200 / 6,3 – GD4W2 6,3 200 1 x GD4W2 15,0 A 2240 1960 900 457,0 900 

FG – 200 / 6,3 – GD5W2 6,3 200 1 x GD5W2 21,0 A 2295 2015 900 508,0 900 

FG – 250 / 6,3 – GD4W2 6,3 250 1 x GD4W2 15,0 A 2240 1960 900 457,0 900 

FG – 250 / 6,3 – GD5W2 6,3 250 1 x GD5W2 21,0 A 2295 2015 900 508,0 1000 

FG – 300 / 6,3 – GD5W2 6,3 300 1 x GD5W2 21,0 A 2295 2015 900 508,0 1000 

FG – 50 / 10,0 – 2GD2 10.0 50 2 x  GD2 2,8 A 1782 1507 800 273,0 600 

FG – 65 / 10,0 – 2GD2 10.0 65 2 x  GD2 2,8 A 1782 1507 800 273,0 600 

FG – 80 / 10,0 – 2GD2 10.0 80 2 x  GD2 2,8 A 1782 1507 800 273,0 660 

FG – 100 / 10,0 – 3GD2 10.0 100 3 x  GD2 4,2 A 2042 1767 800 273,0 660 

 

Connection flanges in accordance with PN-EN 1092-1 (ANSI on request). 
Filtration efficiency: solid particles 5 µm – 99,8% (2 µm on request). 

Other gas filters on request. 
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